ANNEX 4 TECHNICAL RESPONSIVENESS TABLE
Bidders are requested to complete this form, sign it and return it as part of their bid along with Annex 2 Quotation Submission Form and Annex 3 Technical and Financial Offer. The Bidder shall fill in this form in accordance with the instructions indicated. No alterations to its format shall be permitted and no substitutions shall be accepted.
	Name of Bidder
	Click or tap here to enter text.
	RFQ reference
	RfQ-25/03153 “Purchase of tactical devices (thermal imagining binoculars, night vision devices) for Police (2 LOTs)”.	Date Click or tap to enter a date.



Bidders shall supplement the information provided in the tables below with ddetailed description of the offered goods, including Product Data Sheet. 

	


Technical requirements
	

Conformity
(Yes/No)
	Offered Brand, Model and Exact characteristics
(Technical characteristics should not be less/worse than those listed in Annex 1: Schedule of Requirements)

	
	
	   Brand/model (please indicate)
Exact characteristics

	LOT
	                                                         MINIMUM GENERIC SPECIFICATIONS

	      1.
	THERMAL IMAGINING BINOCULARS
	
	

	
	Type
	Thermal binocular system designed for multiple applications that involve reconnaissance and tactical surveillance at medium- and long-range distances. Compliant with STANAG 4347 standard
	
	

	
	DRI (Human)
	2000m/800m/400m
	
	

	
	Optical magnification
	At least 3x
	
	

	
	Objective lens system
	At least 50 mm
	
	

	
	Field of view (FOV)
	At least 40°
	
	

	
	Focusing Range
	1m to infinity
	
	

	
	FPA Type
	Uncooled
	
	

	
	FPA Resolution and Pitch
	At least 640x512, at least 12 μm
	
	

	
	FPA Sensitivity (NETD)
	At least <40mK
	
	

	
	FPA Refresh Rate
	At least 45 Hz
	
	

	
	Imaging Modes
	Monochrome (White-Hot / Black-Hot) and at least 4 colours
	
	

	
	Digital Zoom  
	At least 1x, 2x, 4x 
	
	

	
	Display
	Min 0.4-inch diagonal, OLED, 800x600 or higher resolution
	
	

	
	Mounting type
	Hand-held and tripod mountable
	
	

	
	Dimensions
	Maximum 250x200x100mm (+/- 10%)
	
	

	
	Weight
	Up to 2000g (+/- 10%)
	
	

	
	Power source
	Batteries, standard 4 AA (lithium / rechargeable) charger to be included
	
	

	
	Battery life
	At least 6 hours on 4 AA batteries
	
	

	
	Operating environment
	At least -20ºC + 50ºC
	
	

	
	Environment protection
	IP 66 
	
	

	
	Features
	Dual Imaging – Switch Between Thermal and Visual (CMOS) Channels
	
	

	
	
	Integrated Laser Rangefinder (LRF), 1000m
	
	

	
	
	Built-in GPS Module
	
	

	
	
	Integrated IR Illuminator and Laser Pointer 
	
	

	
	
	Anti-Fog Functionality and Environmental Compensation
	
	

	
	
	Electronic compass
	
	

	
	Accessories
	Rubber eyecups
	
	

	
	
	Front lens protective cover
	
	

	
	
	USB Power cable
	
	

	
	
	At least 32 GB microSD card
	
	

	
	
	USB Video-Out Cable
	
	

	
	
	Carrying case/pouch
	
	

	
	
	Neck cord
	
	

	
	
	Built-in digital video recorder
	
	

	
	Certificates
	Valid metrological certificate or a similar document confirming the compliance with metrological standards/requirements (if applicable)
	
	

	
	Training
	Required (1 day, in person training for 10 persons)
	
	

	
	Warranty
	At least 36 months
	
	

	LOT
	MINIMUM GENERIC SPECIFICATIONS
	
	

	2.
	NIGHT VISION DEVICE
	
	

	
	Type 
	Tactical Dual Tube Night Vision Goggles/Binoculars
	
	

	
	Lens System 
	At least 27mm, f/1.2
	
	

	
	Diopter Adjustment Range 
	-6 ... +2 dpt
	
	

	
	Optical Magnification 
	1x
	
	

	
	Field Of View 
	At least 40°
	
	

	
	Image Intensifier Tubes 
	Gen 3  
	
	

	
	
	FOM 1800 +
	
	

	
	
	Resolution 64-72 lp/mm
	
	

	
	
	Manual Gain Control (MGC)
	
	

	
	
	Auto-Gated
	
	

	
	Interpupillary Adjustment Range 
	50mm ... 90mm
	
	

	
	Focusing range 
	0.25 m... infinity
	
	

	
	IR Illuminator 
	Built-In
	
	

	
	Dimensions 
	Up to 150 x 100 x 70mm (+/- 10%)
	
	

	
	Weight 
	Up to 500g (+/- 10%)
	
	

	
	Power Source 
	1x AA or MVP-240
	
	

	
	Battery Life 

	At least 10 hours on AA batteries
	
	

	
	
	At least 120 hours on MVP-240
	
	

	
	Operating environment 
	 -20°C ... +50°C
	
	

	
	Environmental Protection
	IP 66
	
	

	
	Colour
	Black
	
	

	
	Features 
	Instant IR-ON Button
	
	

	
	
	IR LED Indicator
	
	

	
	
	Bright Light Protection 
	
	

	
	
	Auto bright control 
	
	

	
	
	Bright Light Sensor
	
	

	
	
	Low Battery LED Indicator
	
	

	
	
	Stow Safety Feature
	
	

	
	
	Flip-Up-Off
	
	

	
	Accessories
	Rubber eyecups 2 pcs
	
	

	
	
	Sacrificial window 2 pcs
	
	

	
	
	Adjustment kit
	
	

	
	
	USB power cable
	
	

	
	
	Carrying pouch/case
	
	

	
	
	Dovetail mounting interface or similar
	
	

	
	
	Helmet mount, black colour, with breakaway feature (similar to Wilcox G24 mount), compatible with Sarkar Lightweight NVG Bracket
	
	

	
	
	Universal multi-voltage battery pack MVP-240
	
	

	
	Warranty
	At least 36 months
	
	



